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Hazard Assessment – Construction Site
Supervisor/jobsite observer:
Date/time:
Jobsite address:

Foremen/crew inspected:

Report reviewed with:

	
	Yes
	No
	Corrective Action

	PPE:                                        Hard hats, eye protection, ear protection,           respirator, footwear, clothing, belts/lanyards
	
	
	

	Housekeeping:                     Exits and stairs clear
	
	
	

	Piling and stacking
	
	
	

	Debris removal
	
	
	

	Nails bent or removed
	
	
	

	Ladders:                                 Condition
	
	
	

	Tied off
	
	
	

	3” above landing
	
	
	

	Scaffolds:                               Railings
	
	
	

	Tied to structure
	
	
	

	Planks and platforms
	
	
	

	Railings:                                 Perimeter
	
	
	

	Floor openings
	
	
	

	Walkways
	
	
	

	Skylights/other openings
	
	
	

	Fall protection:                     Full body harness/lanyard
	
	
	

	Correctly worn
	
	
	

	Anchorage points
	
	
	

	Written program 
	
	
	

	Electrical:                               Lighting
	
	
	

	Grounding
	
	
	

	Cords, plugs, receptacles
	
	
	

	Tools:                                     Condition 
	
	
	

	Guarded
	
	
	

	Power cords condition
	
	
	

	Fire prevention:                   Extinguishers
	
	
	

	Flammable material storage
	
	
	

	Welding/cutting equipment and tanks
	
	
	

	First aid:                                 Trained personnel and safety kits
	
	
	

	Restroom
	
	
	

	Handwashing station 
	
	
	

	Heat:                                       Water available
	
	
	

	 Shade
	
	
	

	Site and public protection: Fences/barricades
	
	
	

	Site and public safety:         Lighting
	
	
	

	 Signage
	
	
	

	 Rebar capped
	
	
	

	 Back up alarms on moving equipment
	
	
	

	Other:
	
	
	


The advice presented in this document is intended as general information for employers.
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